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LIFTING CLAMPS
Applications

Lifting Clamps are used for lifting and transportation of 

all kinds of steel plates and beams.

Range

Green Pin® offers a wide range of lifting clamps for horizontal and/or vertical lifting of steel plates and beams 
ranging from WLL 0.75 t up to 20 t. They can handle steel plates with a thickness up to 150 mm. Upon request 
other types of clamps can be manufactured. 

Design

Four different designs have been developed: 
•	 P-6615, for lifting and vertical transportation of steel plates; 
•	 P-6635, for horizontal transportation of steel plates; 
•	 P-6625, a universal type for transportation in all directions; 
•	 P-6685, for transportation of steel beams. 

All of these types are also available as BigMouth® versions, which have a larger opening.

All types of lifting clamps are generally marked with:
•	 Working Load Limit	 -	 e.g. 3000 kg
•	 manufacturer’s identification symbol	 -	 Green Pin®

•	 type	 -	 3 U
•	 jaw opening in mm	 -	 e.g. 35 mm
•	 serial number	 -	 e.g. E 12031976B64
•	 CE conformity code	 -	 CE

Finish

The lifting clamps are made of carbon and alloy steel and are painted.

Certification

Specific details of certificate availability can be found on each product page. Please verify your certification 
requirements at the time of order.

Instructions for use

Lifting clamps should be inspected before use to ensure that:
•	 all markings are legible;
•	 a clamp with the correct WLL has been selected;
•	 always make sure that the clamp is supporting the load correctly;
•	 the WLL should be applied in-line; 
•	 overloads are not permitted;
•	 the locking lever or any other locking system cannot vibrate out of position; 
•	 lifting clamps are free from nicks, gouges and cracks;
•	 clamps may not be heat treated as this may affect their WLL;
•	 never modify, repair or reshape a clamp by machining, welding, heating or bending as this may affect 

the WLL.

For more detailed instructions for use, we refer to the instructions in the FAQ section on our website: 
PI-03-15      for Green Pin® Lifting Clamp H-Type (P-6635 and P-6636)
PI-03-16      for Green Pin® Lifting Clamp V-Type and U-Type (P-6615, P-6616, P-6625 and P-6626)
PI-03-17      for Green Pin® Beam Lifting Clamp H-Type (P-6685 and P-6686)

This catalogue may contain information that has not been updated since the release of this catalogue and has thus become outdated. 
Please consult the specific product pages on the Green Pin® website for the most up to date technical information.
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Lifting clamps must be regularly inspected in accordance with the safety standards given in the country of 
use. This is required because the products in use may be affected by wear, misuse, overloading etc. which 
may lead to deformation and alteration of the material structure. Inspection should take place at least every 
six months and more frequently when the clamps are used in severe operating conditions.

Lifting clamps P-6615 and P-6616
Full load may be applied up to a load direction angle of maximum 45°. Load reduction should be applied 
as per load direction angle and corresponding remaining percentage of the Working Load Limit. Do not side 
load the lifting eye.

Lifting clamps P-6625 and P-6626
Full load may be applied up to a load direction angle of maximum 45°. Load reduction should be applied 
as per load direction angle and corresponding remaining percentage of the Working Load Limit. Do not side 
load the lifting eye.

Lifting clamps P-6635 and P-6636, 100% WLL
Full load may be applied up to a load direction angle of maximum 30°. Do not use larger angles.

Lifting clamps P-6685 and P-6686, 100% WLL
Full load may be applied up to a load direction angle of maximum 15°. Do not use larger angles.
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This catalogue may contain information that has not been updated since the release of this catalogue and has thus become outdated. 
Please consult the specific product pages on the Green Pin® website for the most up to date technical information.
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Green Pin® Lifting Clamp V-type

Plate clamp for lifting and vertical transportation

• Material:	 carbon and alloy steel
• Safety factor:	 MBL equals 5 x WLL
• Standard:	 generally to EN 13155, ASME B30.20-2010 and AS 4991
• Finish:	 painted 
• Temperature range:	 -40°C up to +100°C

• Certification:	 2.1  2.2  MTC a  CE

type working width length width length diameter width thickness thickness weight

load opening opening   inside    each

limit eye  

a b c d e f g h

t mm mm mm mm mm mm mm mm kg

0.75 V 0.75 0-13 47 37 202 30 100 37 10 1.7

1 V 1 0-25 56 37 263 45 141 47 15 3.5

2 V 2 0-35 78 56 336 64 183 56 16 7

3 V 3 0-35 78 56 336 64 336 56 16 7

4.5 V 4.5 0-45 85 60 425 70 228 78 20 16

6 V 6 0-50 114 82 490 75 259 78 20 21

7.5 V 7.5 0-55 111 70 522 75 267 86 20 26

9 V 9 0-55 111 70 522 75 267 86 20 27

12 V 12 0-52 148 100 617 85 295 94 44 37

15 V 15 0-76 209 136 810 86 373 106 49 70

20 V 20 0-80 250 153 933 100 563 140 66 149

INFO

Green Pin BigMouth® Lifting Clamp V-type

Plate clamp with enlarged opening for lifting and vertical transportation

• Material:	 carbon and alloy steel
• Safety factor:	 MBL equals 5 x WLL
• Standard:	 generally to EN 13155, ASME B30.20-2010 and AS 4991
• Finish:	 painted
• Temperature range:	 -40°C up to +100°C

• Certification:	 2.1  2.2  MTC a  CE

type working width length width length diameter width thickness thickness weight

load opening opening   inside    each

limit eye  

a b c d e f g h

t mm mm mm mm mm mm mm mm kg

6 VE 6 40-90 114 70 486 75 275 78 20 21

7.5 VE 7.5 50-100 111 70 524 75 312 86 20 26.5

9 VE 9 50-100 111 70 522 75 312 86 20 27.5

12 VE 12 50-100 152 100 615 85 344 94 44 41

15 VE 15 80-150 224 136 800 86 450 106 49 76

20 VE 20 80-150 249 153 924 100 640 140 66 160

INFO

P-6615

P-6616

This catalogue may contain information that has not been updated since the release of this catalogue and has thus become outdated. 
Please consult the specific product pages on the Green Pin® website for the most up to date technical information.
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Green Pin® Lifting Clamp U-type

Universal plate clamp for lifting and transportation in all directions

• Material:	 carbon and alloy steel
• Safety factor:	 MBL equals 5 x WLL
• Standard:	 generally to EN 13155, ASME B30.20-2010 and AS 4991
• Finish:	 painted 
• Temperature range:	 -40°C up to +100°C

• Certification:	 2.1  2.2  MTC a  CE

type working width length width length diameter width thickness thickness weight

load opening opening   inside    each

limit eye  

a b c d e f g h

t mm mm mm mm mm mm mm mm kg

0.75 U 0.75 0-13 47 37 203 30 100 37 10 1.8

2 U 2 0-35 78 56 372 70 183 56 16 8

3 U 3 0-35 78 56 372 70 183 56 16 8

6 U 6 0-50 114 82 527 78 259 78 32 24

7.5 U 7.5 0-55 111 70 560 78 267 86 32 28

9 U 9 0-55 111 70 560 78 267 86 32 29

12 U 12 0-52 148 100 648 85 295 94 48 41

INFO

Green Pin BigMouth® Lifting Clamp U-type

Universal plate clamp for transportation in all directions and with 
enlarged opening

• Material:	 carbon and alloy steel
• Safety factor:	 MBL equals 5 x WLL
• Standard:	 generally to EN 13155, ASME B30.20-2010 and AS 4991
• Finish:	 painted
• Temperature range:	 -40°C up to +100°C

• Certification:	 2.1  2.2  MTC a  CE

type working width length width length diameter width thickness thickness weight

load opening opening   inside    each

limit eye  

a b c d e f g h

t mm mm mm mm mm mm mm mm kg

6 UE 6 40-90 114 70 523 78 275 778 32 24

7.5 UE 7.5 50-100 111 70 560 78 312 86 32 30

9 UE 9 50-100 111 70 560 78 312 86 32 31

12 UE 12 50-100 152 100 644 85 344 94 48 45

INFO

P-6625

P-6626

This catalogue may contain information that has not been updated since the release of this catalogue and has thus become outdated. 
Please consult the specific product pages on the Green Pin® website for the most up to date technical information.
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Green Pin® Lifting Clamp H-Type

Plate clamp for horizontal transportation

• Material:	 carbon and alloy steel
• Safety factor:	 MBL equals 5 x WLL
• Standard:	 generally to EN 13155, ASME B30.20-2010 and AS 4991
• Finish:	 painted 
• Temperature range:	 -40°C up to +100°C

• Certification:	 2.1  2.2  3.1  MTC a  CE

type working width thickness diameter thickness length length width length weight

load limit opening  eye     each

per set

a b c d e f g h

t mm mm mm mm mm mm mm mm kg

2 H 2 0-60 16 30 15 118 180 90 287 7

3 H 3 0-60 16 30 20 118 180 90 291 8

4 H 4 0-60 20 30 25 145 220 105 304 13

6 H 6 0-60 20 30 25 145 220 110 307 14

8 H 8 0-60 30 30 35 135 225 120 336 19

10 H 10 0-60 30 30 35 135 225 120 336 19

15 H 15 0-60 35 43 35 147 262 160 344 30

18 H 25 0-60 35 43 40 147 262 175 349 33

INFO

Green Pin BigMouth® Lifting Clamp H-type

Plate clamp with an enlarged opening for horizontal transportation

• Material:	 carbon and alloy steel
• Safety factor:	 MBL equals 5 x WLL
• Standard:	 generally to EN 13155, ASME B30.20-2010 and AS 4991
• Finish:	 painted
• Temperature range:	 -40°C up to +100°C

• Certification:	 2.1  2.2  3.1  MTC a  CE

type working width thickness diameter thickness length length width length weight

load limit opening  eye      each

per set

a b c d e f g h

t mm mm mm mm mm mm mm mm kg

3 HE 3 0-100 15 30 20 120 180 90 387 10

4 HE 4 0-100 20 30 25 145 220 105 414 15

6 HE 6 0-100 20 30 25 145 220 120 414 16.5

8 HE 8 0-100 30 30 35 135 225 120 428 21

10 HE 10 0-100 30 30 35 135 225 120 428 22

15 HE 15 0-150 35 45 35 240 350 140 665 53

INFO

P-6635

P-6636

This catalogue may contain information that has not been updated since the release of this catalogue and has thus become outdated. 
Please consult the specific product pages on the Green Pin® website for the most up to date technical information.
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Green Pin® Beam Lifting Clamp H-type

Clamp for horizontal lifting and transportation of steel beams

• Material:	 carbon and alloy steel
• Safety factor:	 MBL equals 5 x WLL
• Standard:	 generally to EN 13155, ASME B30.20-2010 and AS 4991
• Finish:	 painted 
• Temperature range:	 -40°C up to +100°C

• Certification:	 2.1  2.2  MTC a  CE

type working width width length height diameter width thickness width weight

load jaw jaw eye each

limit opening opening inside  

a b c d e f g h

t mm mm mm mm mm mm mm mm kg

2 B 2 0-130 75-190 357 345 73 120 113-192 30 5

3 B 3 0-130 75-190 357 345 73 120 113-192 30 5

4 B 4 0-220 150-300 450 422 80 180 185-240 40 15

5 B 5 0-220 150-300 450 422 80 180 185-240 40 15

10 B 10 0-190 350-450 695 653 88 200 400-447 95 50

INFO

Green Pin BigMouth® Beam Lifting Clamp H-type

Clamp with enlarged opening for horizontal lifting and transportation 
of steel beams

• Material:	 carbon and alloy steel
• Safety factor:	 MBL equals 5 x WLL
• Standard:	 generally to EN 13155, ASME B30.20-2010 and AS 4991
• Finish:	 painted 
• Temperature range:	 -40°C up to +100°C

• Certification:	 2.1  2.2  MTC a  CE

type working width width length height diameter width thickness width weight

load jaw jaw eye each

limit opening opening inside  

a b c d e f g h

t mm mm mm mm mm mm mm mm kg

2 BE 2 0-350 75-420 540 428 73 120 114-275 30 7

3 BE 3 0-350 75-420 540 428 73 120 114-275 30 7

4 BE 4 0-470 150-560 708 545 80 180 173-362 40 18

5 BE 5 0-470 150-560 708 545 80 180 173-362 40 19.5

INFO

P-6685

P-6686

This catalogue may contain information that has not been updated since the release of this catalogue and has thus become outdated. 
Please consult the specific product pages on the Green Pin® website for the most up to date technical information.




