
208

B
L

O
C

K
S

15

BLOCKS
Applications

Blocks are used in lifting systems, to change load 

direction or to drag a load. Blocks and the wire ropes 

they contain make a connection between a load and 

a lifting device.

Range

Green Pin® offers a wide range of blocks. Blocks are available for head loads ranging from 2 tons up to 30 tons. 
Other types of blocks can be offered upon special request.

Design

There are different types of blocks with specific designs to suit particular purposes. All types are fitted with 
conical roller bearings. These can be used for applications with different frequency of use and line speeds. 
Snatch blocks can be opened up to fit the wire rope easily. There is no need to thread the wire rope through 
the block. 

All types are generally marked as follows:
•	 Working Load Limit	 -	 e.g. 8 t
•	 manufacturer’s symbol	 -	 e.g. GP
•	 wire rope diameter in mm and inches	 -	 e.g. 20-22mm 3/4 - 7/8 inch
•	 serial number	 -	 e.g. 1234567
•	 CE conformity code	 -	 CE

Finish

Green Pin® Blocks are painted.

Certification

Specific details of certificate availability can be found on each product page. Please verify your certification 
requirements at the time of order.

Instructions for use

Blocks should be inspected before use to ensure that: 
•	 all markings are legible; 
•	 a block with the correct WLL has been selected; 
•	 the WLL applies to static loads only, the possible occurrence of shock loading must be taken into account 

when selecting a block; 
•	 the block may never be side loaded but may only be used for in-line use; 
•	 always make sure that the hook, eye or shackle of the block is supporting the load correctly; 
•	 the pin, nut, cotter pin, or any other locking system cannot vibrate out of position; 
•	 the sheaves are functional and rotate easily; 
•	 blocks are free from nicks, gouges and cracks; 
•	 blocks may not be heat treated as this may affect their WLL; 
•	 never modify, repair or reshape a block by machining, welding, heating or bending as this may affect 

the WLL. 

Blocks must be regularly inspected in accordance with the safety standards given in the country of use.  
This is required because the products in use may be affected by wear, misuse, overloading etc. which may 
lead to deformation and alteration of the material structure. Inspection should take place at least every 
six months and more frequently when the blocks are used in severe operating conditions.

This catalogue may contain information that has not been updated since the release of this catalogue and has thus become outdated. 
Please consult the specific product pages on the Green Pin® website for the most up to date technical information.
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Loads on blocks

The WLLs of our blocks are the maximum loads to be applied to the blocks and their connecting fittings. 
The load on a sheave or block varies with the angle between the lead and load line. See figure 1. When the 
two lines are parallel, 1 t on the lead line results in a load of 2 t on the fitting. As the working angle between 
the lines increases, the load on the fitting is reduced by the angle factor as per table 1. All loads shown ignore 
frictional losses in the lifting system.

Table 1	 Figure 1

working angle

angle factor

0° 2

10° 1.99

20° 1.97

30° 1.93

40° 1.87

45° 1.84

50° 1.81

60° 1.73

70° 1.64

80° 1.53

90° 1.41

100° 1.29

110° 1.15

120° 1

130° 0.84

135° 0.76

140° 0.68

150° 0.52

160° 0.35

170° 0.17

180° 0

This catalogue may contain information that has not been updated since the release of this catalogue and has thus become outdated. 
Please consult the specific product pages on the Green Pin® website for the most up to date technical information.



210

B
L

O
C

K
S

15

Green Pin® Snatch Block S

Snatch block type 601S with Green Pin® Shackle attached

• Material:	 carbon steel, fitted with conical roller bearings
• Safety factor:	 MBL equals 4 x WLL
• Finish:	 painted 

• Certification:	 2.1  2.2  MTC b  CE

• Note:	 Working Load Limit is on the headlifting

working diameter diameter length width width weight

load wire outside   outside each

limit rope sheave  

a b c d

t mm mm mm mm mm kg

2 7 - 9 75 293 75 82 3.9

4 10 - 12 115 363 102 120 6.4

4 12 - 14 152 417 102 160 8.4

8 14 - 16 152 477 118 160 14.3

12 14 - 16 152 555 147 160 20

8 20 - 22 152 477 118 160 14.1

12 20 - 22 152 555 147 160 20

15 24 - 26 152 585 162 160 24

4 10 - 12 203 478 102 210 11

12 14 - 16 203 580 147 210 27

8 20 - 22 203 526 118 210 18

12 20 - 22 203 580 147 210 28

15 24 - 26 203 646 162 210 30

8 14 - 16 254 582 118 260 26

8 20 - 22 254 582 118 260 26

12 20 - 22 254 680 147 260 35

15 24 - 26 254 705 162 260 42

8 20 - 22 305 612 118 310 31

12 20 - 22 305 745 147 310 53

15 24 - 26 305 771 162 310 55

8 20 - 22 357 662 118 360 31

12 20 - 22 357 770 147 360 60

15 24 - 26 357 798 162 360 63

22 28 - 32 357 906 216 385 126

8 20 - 22 406 712 118 410 35

12 20 - 22 406 820 147 410 67

15 24 - 26 406 848 162 410 70

22 28 - 32 406 963 216 415 139

8 20 - 22 457 762 118 460 42

12 20 - 22 457 878 147 460 75

15 24 - 26 457 898 162 460 78

22 28 - 32 457 1033 216 465 154

30 28 - 32 457 1083 238 468 218

P-6951

continued on next page >

This catalogue may contain information that has not been updated since the release of this catalogue and has thus become outdated. 
Please consult the specific product pages on the Green Pin® website for the most up to date technical information.
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Green Pin® Snatch Block S (continued)

Snatch block type 601S with Green Pin® Shackle attached

• Material:	 carbon steel, fitted with conical roller bearings
• Safety factor:	 MBL equals 4 x WLL
• Finish:	 painted 

• Certification:	 2.1  2.2  MTC b  CE

• Note:	 Working Load Limit is on the headlifting

In inch

working diameter diameter length width width weight

load wire outside   outside each

limit rope sheave  

a b c d

t inch inch inch inch inch lbs

2   9/32 -  3/8 3 11  9/16 3 3  1/4 8.60

4   3/8 -  1/2 4  1/2 14  9/32 4 4  23/32 14.11

4   1/2 -  9/16 6 16  7/16 4 6  9/32 18.52

8   9/16 -  5/8 6 18  25/32 4  5/8 6  9/32 31.5

12   9/16 -  5/8 6 21  7/8 5  25/32 6  9/32 44.1

8   3/4 -  7/8 6 18  25/32 4  5/8 6  9/32 31.1

12   3/4 -  7/8 6 21  7/8 5  25/32 6  9/32 44.1

15 1 6 23  1/32 6  3/8 6  9/32 52.9

4   3/8 - 1/2 8 18  13/16 4 8  9/32 24.3

12   9/16 -  5/8 8 22  13/16 5  25/32 8  9/32 59.5

8   3/4 -  7/8 8 20  23/32 4  5/8 8  9/32 39.7

12   3/4 -  7/8 8 22  13/16 5  25/32 8  9/32 61.7

15 1 8 25  7/16 6  3/8 8  9/32 66.1

8   9/16 -  5/8 10 22  29/32 4  5/8 10  1/4 57.3

8   3/4 -  7/8 10 22  29/32 4  5/8 10  1/4 57.3

12   3/4 -  7/
8 10 26  3/4 5  25/32 10  1/4 77.2

15 1 10 27  3/4 6  3/8 10  1/4 92.6

8   3/4 -  7/8 12 24  3/32 4  5/8 12  3/16 68.3

12   3/4 -  7/8 12 29  5/16 5  25/32 12  3/16 116.8

15 1 12 30  5/16 6  3/8 12  3/16 121.3

8   3/4 -  7/8 14 26  1/32 4  5/8 14  5/32 68.3

12   3/4 -  7/8 14 30  9/32 5  25/32 14  5/32 132.3

15 1 14 31  3/8 6  3/8 14  5/32 138.9

22 1  1/8 - 1  1/4 14 35  21/32 8  1/2 15    5/32 277.8

8   3/4 -  7/8 16 27 4  5/8 16  5/32 77.2

12   3/4 -  7/8 16 32  9/32 5  25/32 16  5/32 147.7

15 1 16 33  3/8 6  3/8 16  5/32 154.3

22 1  1/8 - 1  1/4 16 37  29/32 8  1/2 16  11/32 306.5

8   3/4 -  7/8 18 29  31/32 4  5/8 18  1/8 92.6

12   3/4 -  7/8 18 34  9/16 5  25/32 18  1/8 165.3

15 1 18 35  11/32 6  3/8 18  1/8 172.0

22 1  1/8 - 1  1/4 18 40  21/32 8  1/2 18  5/16 339.5

30 1  1/8 - 1  1/4 18 42  5/8 9  3/8 18  7/16 480.6

P-6951

This catalogue may contain information that has not been updated since the release of this catalogue and has thus become outdated. 
Please consult the specific product pages on the Green Pin® website for the most up to date technical information.
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Green Pin® Snatch Block HK

Snatch block type 601H with hook attached

• Material:	 carbon steel, fitted with conical roller bearings
• Safety factor:	 MBL equals 4 x WLL
• Finish:	 painted 

• Certification:	 2.1  2.2  MTC b  CE

• Note:	 Working Load Limit is on the headfitting

working diameter diameter length thickness width weight

load wire outside   outside each

limit rope sheave  

a b c d

t mm mm mm mm mm kg

2 7 - 9 75 292 57 82 4

4 10 - 12 115 343 83 120 6.1

4 12 - 14 152 384 83 160 6

8 20 - 22 152 445 108 160 11.8

12 20 - 22 152 572 127 160 23

15 24 - 26 152 587 127 160 23

4 10 - 12 203 435 83 210 8

8 20 - 22 203 495 108 210 16.9

12 20 - 22 203 622 127 210 25

15 24 - 26 203 638 127 210 26

8 20 - 22 254 546 108 260 19

12 20 - 22 254 673 127 260 28

15 24 - 26 254 689 127 260 28

8 20 - 22 305 597 108 310 23

12 20 - 22 305 724 127 310 31

15 24 - 26 305 740 127 310 31

8 20 - 22 357 648 108 360 31

12 20 - 22 357 775 127 360 33

15 24 - 26 357 791 127 360 33

8 20 - 22 406 699 108 410 36

12 20 - 22 406 825 127 410 36

15 24 - 26 406 841 127 410 36

8 20 - 22 457 749 108 460 40

12 20 - 22 457 876 127 460 42

15 24 - 26 457 892 127 460 43

P-6952

continued on next page >

This catalogue may contain information that has not been updated since the release of this catalogue and has thus become outdated. 
Please consult the specific product pages on the Green Pin® website for the most up to date technical information.
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Green Pin® Snatch Block HK (continued)

Snatch block type 601H with hook attached

• Material:	 carbon steel, fitted with conical roller bearings
• Safety factor:	 MBL equals 4 x WLL
• Finish:	 painted 

• Certification:	 2.1  2.2  MTC b  CE

• Note:	 Working Load Limit is on the headfitting

In inch

working diameter diameter length thickness width weight

load wire outside   outside each

limit rope sheave  

a b c d

t inch inch inch inch inch lbs

2   9/32 - 3/8 3 11  17/32 2  1/4 3  1/4 8.82

4   3/8 - 1/2 4  1/2 13  17/32 3  9/32 4  23/32 13.45

4   1/2 - 9/16 6 15  1/8 3  9/32 6  9/32 13.23

8   3/4 - 7/8 6 17  9/16 4  1/4 6  9/32 26

12   3/4 - 7/8 6 22  17/32 5 6  9/32 50.7

15 1 6 23  1/8 5 6  9/32 50.7

4   3/8 - 15/32 8 17  5/32 3  9/32 8  9/32 17.64

8   3/4 - 7/8 8 19  17/32 4  1/4 8  9/32 37.3

12   3/4 - 7/8 8 24  1/2 5 8  9/32 55.1

15 1 8 25  1/8 5 8  9/32 57.3

8   3/4 - 7/8 10 21  17/32 4  1/4 10  1/4 41.9

12   3/4 - 7/8 10 26  1/2 5 10  1/4 61.7

15   15/16 - 1 1/32 10 27  1/8 5 10  1/4 61.7

8   3/4 - 7/8 12 23  17/32 4  1/4 12  3/16 50.7

12   3/4 - 7/8 12 28  1/2 5 12  3/16 68.3

15 1 12 29  1/8 5 12  3/16 68.3

8   3/4 - 7/8 14 25  17/32 4  1/4 14  5/32 68.3

12   3/4 - 7/8 14 30  1/2 5 14  5/32 72.8

15 1 14 31  1/8 5 14  5/32 72.8

8   3/4 - 7/8 16 27  17/32 4  1/4 16  5/32 79.4

12   3/4 - 7/8 16 32  1/2 5 16  5/32 79.4

15 1 16 33  1/8 5 16  5/32 79.4

8   3/4 - 7/8 18 29  1/2 4  1/4 18  1/8 88.2

12   3/4 - 7/8 18 34  1/2 5 18  1/8 92.6

15 1 18 35  1/8 5 18  1/8 94.8

P-6952

This catalogue may contain information that has not been updated since the release of this catalogue and has thus become outdated. 
Please consult the specific product pages on the Green Pin® website for the most up to date technical information.
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Green Pin® Snatch Block

Snatch block type 601T

• Material:	 carbon steel, fitted with conical roller bearings
• Safety factor:	 MBL equals 4 x WLL
• Finish:	 painted 

• Certification:	 2.1  2.2  MTC b  CE

• Note:	 Working Load Limit is on the headfitting

working diameter diameter length thickness width weight

load wire outside   outside each

limit rope sheave  

 a b c d

t mm mm mm mm mm kg

4 10 - 12 115 213 83 120 4

8 20 - 22 152 305 108 160 9

8 20 - 22 203 357 108 210 12

8 20 - 22 254 406 108 260 16

In inch

working diameter diameter length thickness width weight

load wire outside   outside each

limit rope sheave  

 a b c d

t inch inch inch inch inch lbs

4   3/8 - 1/2 4  1/2 8  3/8 3  9/32 4  23/32 8.82

8   3/4 - 7/8 6 12 4  1/4 6  9/32 19.84

8   3/4 - 7/8 8 14  1/32 4  1/4 8  9/32 26.5

8   3/4 - 7/8 10 15 4  1/4 10  1/4 35.3

P-6953

This catalogue may contain information that has not been updated since the release of this catalogue and has thus become outdated. 
Please consult the specific product pages on the Green Pin® website for the most up to date technical information.
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This catalogue may contain information that has not been updated since the release of this catalogue and has thus become outdated. 
Please consult the specific product pages on the Green Pin® website for the most up to date technical information.




