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SPARE PARTS

Applications

Spare parts are replacement components for current
grade 8, grade 10, stainless steel or Green Pin Tycan®
products.

Green Pin® offers a wide range of spare parts such as:
« Spare Kit for Self Locking Hooks;

« Spare Kit for Clevis Fittings;

* Grade 8 and grade 10 Latches.

Finish

Specific details of the finish of spare parts can be found on each product page.

Certification

Specific details of certificate availability can be found on each product page. Please verify your certification
requirements at the time of order.

Instructions for use

ltems should be inspected before use to ensure that:
¢ items are not distorted or unduly worn;
* items are free from nicks, gouges and cracks;

Also:

« all components of the sling must be of the same steel grade;

¢ items may not be heat treated;

« never modify, repair or reshape an item by machining, welding, heating or bending, as this may affect
its performance.

This catalogue may contain information that has not been updated since the release of this catalogue and has thus become outdated.
Please consult the specific product pages on the Green Pin® website for the most up to date technical information.
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This catalogue may contain information that has not been updated since the release of this catalogue and has thus become outdated.

Green Pin® Self Locking Hooks GR8/GR10 Spare Kit
Replacement kit for grade 8 and 10 self locking hooks

* Material:
o Finish:

steel
self coloured

o Temperature range: -40°C up to +200°C

o Certification:
* Note:

partnumber

plastic tube included, to make assembly easier

diameter

VR1 22 6 28 0.02
VR2 26 6 31 0.03
VR3 32 8 37 0.05
VR4 40 10 47 0.1
VR5 55 10 58 0.2

partnumber

for fitting

XLO UXLO GKC XLC UXLC GKE XLE UXLE XLBA

XLS

VR1 GPGKO1 | GPXLOO |GPUXLOO| GPGKC1 | GPXLCO |GPUXLCO| GPGKEL | GPXLEO | GPUXLEO | GPXLBAO

VR2 GPGKO2 | GPXLO1 | GPUXLO1 | GPGKC2 | GPXLC1 |GPUXLCO7| GPGKE2 | GPXLE1 | GPUXLE1 | GPXLBAL
GPUXLC1

VR3 GPGKO3 | GPXLO2 |GPUXLO2| GPGKC3 | GPXLC2 | GPUXLC2 | GPGKE3 | GPXLE2 | GPUXLE2 | GPXLBA2 | GPXLS60

VR4 GPGKO4 | GPXLO3 |GPUXLO3| GPGKC4 | GPXLC3 | GPUXLC3 | GPGKE4 | GPXLE3 | GPUXLE3 | GPXLAB3

VR5 GPGKO5 | GPXLO4 | GPUXLO4| GPGKC5 | GPXLC4 | GPUXLC4 | GPGKE5 | GPXLE4 | GPUXLE4 | GPXLAB4

GPGKO6 | GPXLO5 |GPUXLOS5| GPGKC6 | GPXLC5 |GPUXLCS| GPGKE6 | GPXLES | GPUXLES

Please consult the specific product pages on the Green Pin® website for the most up to date technical information.
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2 @ Green Pin® Clevis Fittings GR8 Spare Kit
< GreeniPin Grade 8 spare kit for clevis fittings
o * Material: alloy steel, grade 8, quenched and tempered
(11 ] « Finish: self coloured
(a4 e Temperature range: -40°C up to +200°C
< « Certification:
e; * Note: GPACY7 is suitable for 8 mm clevis components and fits 7 mm hoist chain,
GPACS9 is suitable for 10 mm clevis components and fits 9 mm hoist chain
partnumber diameter diameter weight
pin each
AC
GPAC5 6 28 3 14 0.01
GPAC6 8 28 5 14 0.01
GPAC7 8 32 3 22 0.02
b GPAC7/8 9 32 3 22 0.02
GPAC9 10 41 4 24 0.04
GPAC10 13 41 4 24 0.04
GPAC13 16 53 4 32 0.08
a GPAC16 20 66 5 35 0.16
GPAC18/20 24 80 6 45 0.28
GPAC22 28 95 8 50 045
d
partnumber for fitting
MP co CsC CSECA XLC GKC GC GCV CRC XLBA
GPAC5 GPMP5 GPCO5 GPCSC5 | GPCSECAS | GPXLCO5 GPGC5 GPGCV5 GPXLBAOS
GPAC6 GPMP6 GPCO6 GPCSC6 | GPCSECA6 | GPXLCO GPGC6 GPGCV6 GPCRC6 | GPXLBAO
GPAC7 GPMP7/8 | GPCO7/8 | GPCSC7/8 | GPCSECA7/8 | GPXLC1 GPGKC1 | GPGC7/8 GPCRC7/8 | GPXLBAL
GPAC7/8 GPMP7/8 | GPCO7/8 | GPCSC7/8 | GPCSECA7/8 | GPXLC1 GPGKC1 | GPGC7/8 | GPGCV8 | GPCRC7/8 | GPXLBAL
GPAC9 GPMP10 GPCO10 | GPCSC10 |GPCSECAL0 | GPXLC2 GPGKC2 GPGC10 | GPGCV10 | GPCRC10 | GPXLBA2
GPAC10 GPMP10 GPCO10 | GPCSC10 |GPCSECAL0 | GPXLC2 GPGKC2 GPGC10 | GPGCV10 | GPCRC10 | GPXLBA2
GPAC13 GPMP13 GPCO13 | GPCSC13 | GPCSECAL3 | GPXLC3 GPGKC3 GPGC13 | GPGCV13 | GPCRC13 | GPXLBA3
GPAC16 GPMP16 GPCO16 | GPCSC16 |GPCSECAL6 | GPXLC4 GPGKC4 GPGC16 | GPGCV16 | GPCRC16 | GPXLBA4
GPAC18/20 | GPMP18/20 | GPCO18/20 | GPCSC18/20 GPXLC5 GPGKC5 | GPGC18/20 | GPGCV20
GPAC22 GPCSC22 GPGKC6

230

This catalogue may contain information that has not been updated since the release of this catalogue and has thus become outdated.
Please consult the specific product pages on the Green Pin® website for the most up to date technical information.
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This catalogue may contain information that has not been updated since the release of this catalogue and has thus become outdated.
Please consult the specific product pages on the Green Pin® website for the most up to date technical information.

Green Pin® Connecting Link Spare Kit GR8

Grade 8 spare kit for connecting link

* Material:

o Finish:

e Temperature range:
o Certification:

partnumber

alloy steel, grade 8, quenched and tempered

self coloured
-40°C up to +200°C

diameter

diameter

GPRMJ6 5 43 11 10 0.01
GPRMJ7/8 6 54 13 14 0.02
GPRMJ10 8 66 15 18 0.04
GPRMJ13 10 84 20 21 0.1
GPRMJ16 12 105 23 25 0.15
GPRMJ18/20 15 122 27 32 0.25
GPRMJ22 17 145 29 39 0.38
GPRMJ26 20 162 32 44 0.54
GPRMJ32 24 198 37 50 1

partnumber for fitting

MJ MJs

GPRMJ6 GPMJ6
GPRMJ7/8 GPMJ7/8 GPMJS7/8
GPRMJ10 GPMJ10 GPMJS10
GPRMJ13 GPMJ13 GPMJS13
GPRMJ16 GPMJ16
GPRMJ18/20 GPMJ18/20
GPRMJ22 GPMJ22
GPRMJ26 GPMJ26
GPRMJ32 GPMJ32
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2 @ Green Pin® Latch GR8
5 GreeniPin Forged latch for grade 8
o. * Material: steel
[11] ﬂ o Finish: painted yellow (J), red (R) or white. GPLF7 and GPLF8 are self coloured
(a4 p e Temperature range: -40°C up to +200°C
<L D * Certification:
o
w ,
partnumber diameter
——
LF
GPLFO 24 44 4 24 0.03
GPLF1 31 59 5 30 0.07
2 GPLF2 41 65 5 40 011
' GPLF3 41 79 6 40 0.18
GPLF4 46 81 6 45 0.22
GPLF5 50 100 8 50 0.33
GPLF6 55 119 10 55 0.55
GPLF7 51 117 8 68 0.19
U GPLF8 60 141 8 74 0.34
partnumber for fitting
C Cso csc CSE CSECA GH CST
d GPLFO GPCS05/6 GPCSC5 GPCSE5/6 GPCSECA5
GPCSC6 GPCSECA6
GPLF1 GPCSO7/8 GPCSC7/8 GPCSE7/8 GPCSECA7/8 | GPGHL-GPGH2-GPGH3 GPCST75
GPLF2 GPCSO10 GPCSC10 GPCSEL0 GPCSECA10 GPGH4
GPLF3 GPCSO13 GPCSC13 GPCSE13 GPCSECA13 GPGH5 - GPGH8
GPLF4 GPCSO16 GPCSC16 GPCSE16 GPCSECA16
GPLF5 GPCS018/20 GPCSC18/20 GPCSE18/20 GPGH10
GPLF6 GPCS0O22 GPCSC22 GPGH15
GPLF7 GPCSO26
GPLF8 GPCSO32

232

This catalogue may contain information that has not been updated since the release of this catalogue and has thus become outdated.
Please consult the specific product pages on the Green Pin® website for the most up to date technical information.




@ Green Pin® Clevis For Web Sling Connector GR8 Spare Kit

Grade 8 spare kit for clevis for web sling connector

Greenr®in
* Material: alloy steel, grade 8, quenched and tempered
e Finish: self coloured
o Temperature range: -40°C up to +200°C
* Certification:

S1UVd 3¥VdS

partnumber diameter diameter
pin

GPRCOS7/8 9 58 3 22 0.03
GPRCOS10 13 74 4 24 0.08
GPRCOS13 16 94 4 32 0.15
GPRCOS16 20 116 5 35 0.25
RCOS
partnumber for fitting
Cos XLS
GPRCOS7/8 GPCOS60
GPRCOS10 GPCOS90
b GPRCOS13 GPCOS150 GPXLS60
GPRCOS16 GPCOS240
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This catalogue may contain information that has not been updated since the release of this catalogue and has thus become outdated.
Please consult the specific product pages on the Green Pin® website for the most up to date technical information.



2 @ Green Pin® Clevis Fittings GR10 Spare Kit
o . P

< GreenPin Grade 10 spare kit for clevis fittings

o * Material: alloy steel, grade 10, quenched and tempered

(11 ] « Finish: self coloured

(a4 e Temperature range: -40°C up to +200°C

E « Certification:

(7]

partnumber diameter diameter

UAC
_ GPUAC6 8 28 3 14 0.01
g GPUAC7 10 32 3 22 0.02
GPUACS8 10 32 3 22 0.02
b GPUAC10 13 41 4 24 0.04
GPUAC13 16 53 4 32 0.08
GPUAC16 20 66 5 55 0.16
GPUAC20 24 80 6 45 0.28
a
“ partnumber for fitting
UMP uco ucsc UXLC UGC uGcv
GPUAC6 GPUMP6 GPUCO6 GPUCSC6 GPUXLCO GPUGC6 GPUGCV6
GPUAC7 GPUMP7 GPUCO7 GPUCSC7 GPUXLC07
GPUACS GPUMP8 GPUCO8 GPUCSC8 GPUXLC1 GPUGCS8 GPUGCV8
GPUAC10 GPUMP10 GPUCO10 GPUCSC10 GPUXLC2 GPUGC10 GPUGCV10
GPUAC13 GPUMP13 GPUCO13 GPUCSC13 GPUXLC3 GPUGC13 GPUGCV13
GPUAC16 GPUMP16 GPUCO16 GPUCSC16 GPUXLC4 GPUGC16 GPUGCV16
GPUAC20 GPUCSC20 GPUXLC5 GPUGC20 GPUGCV20
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This catalogue may contain information that has not been updated since the release of this catalogue and has thus become outdated.
Please consult the specific product pages on the Green Pin® website for the most up to date technical information.




@ Green Pin® Connecting Link Spare Kit GR10 2
Greeniin Grade 10 spare kit for connecting link ;
_ * Material: alloy steel, grade 10, quenched and tempered m
e Finish: self coloured L
o Temperature range: -40°C up to +200°C >
* Certification: 3
. . (7))
partnumber diameter diameter
GPURMJ6 5 43 11 12 0.01
b GPURMJS8 6 57 13 15 0.02
GPURMJ10 8 66 17 17 0.02
GPURMJ13 10 84 20 22 0.05
URMJ GPURMJ16 12 105 25 25 0.1
GPURMJ20 17 122 32 31 0.15
b partnumber for fitting
UMJ UMJT
GPURMJ6 GPUMJ6
- GPURMJS8 GPUMJ8 GPUMJT15
a GPURMJ10 GPUMJ10 GPUMJT20
GPURMJ13 GPUMJ13 GPUMJT30
<¢T GPURMJ16 GPUMJ16
. ! GPURMJ20 GPUMJ20
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This catalogue may contain information that has not been updated since the release of this catalogue and has thus become outdated.
Please consult the specific product pages on the Green Pin® website for the most up to date technical information.



2 @ Green Pin® Latch GR10
5 GreeniPin Forged latch for grade 10
o * Material: steel
(11 ] « Finish: painted blue
5 e Temperature range: -40°C up to +200°C
o Certification: 21
a 2.1
w ,
partnumber diameter
————
ULF
GPULFO 24 44 4 24 0.03
GPULF1 31 59 5 30 0.07
2 GPULF2 41 65 5 40 011
' GPULF3 41 79 6 40 0.18
GPULF4 46 81 6 45 0.2
GPULF5 50 100 8 50 04
U partnumber for fitting
ucso ucsc UCSCT
GPULFO GPUCSO6 GPUCSC6
c GPULF1 GPUCSO8 GPUCSC7 GPUCSCT15
p GPUCSC8
GPULF2 GPUCSO10 GPUCSC10 GPUCSCT20
GPULF3 GPUCSO13 GPUCSC13 GPUCSCT30
GPULF4 GPUCSO16 GPUCSC16
GPULF5 GPUCSO20 GPUCSC20
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This catalogue may contain information that has not been updated since the release of this catalogue and has thus become outdated.
Please consult the specific product pages on the Green Pin® website for the most up to date technical information.
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This catalogue may contain information that has not been updated since the release of this catalogue and has thus become outdated.
Please consult the specific product pages on the Green Pin® website for the most up to date technical information.

Green Pin Tycan® Clevis Fittings GR10 Spare Kit
Grade 10 spare kit for clevis fittings

* Material:

o Finish:

e Temperature range:
o Certification:

partnumber

alloy steel, grade 10, quenched and tempered
self coloured
-40°C up to +200°C

S1UVd 3¥VdS

diameter diameter
pin pin

GPUACT15 13 43 5 30 0.04
GPUACT20 16 56 5 40 0.08
GPUACT25 20 66 5 35 0.16
GPUACT30 20 72 6 40 0.16

partnumber for fitting
UCSCT UCRCT
GPUACT15 GPUCSCTI15 GPUCRCT15
GPUACT20 GPUCSCT20 GPUCRCT20
GPUACT25 GPUCRCT25
GPUACT30 GPUCSCT30 GPUCRCT30

237




Chain repair links

Commercial quality
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* Material: mild steel
o Finish: electro-galvanized
« Certification:
diameter width length opening weight
inside inside per
100 pcs
a b c d
mm mm mm mm kg
3 6.5 16.5 4 04
4 8 20 55 0.8
4.5 9 22 6 11
5 9.5 23 6 12
E-7910 55 105 26 6 18
6 10.5 29 7 2.1
6.5 115 30 8 3.2
13.5 32 8.5 3.9
15 37 9 56
9 16.5 375 9 7.6
10 17 375 9 9.5
12 25 50 12 10
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This catalogue may contain information that has not been updated since the release of this catalogue and has thus become outdated.
Please consult the specific product pages on the Green Pin® website for the most up to date technical information.
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This catalogue may contain information that has not been updated since the release of this catalogue and has thus become outdated.
Please consult the specific product pages on the Green Pin® website for the most up to date technical information.





